Vector Doble W - Bass Trap - Wall

artnovion

The Vector Wall Bass Trap is ideal for rooms with low frequency issues, taking full advantage of it small depth to place on walls alongside existing room treatment.

With a peak absorption from 80 Hz to 120 Hz the Vector Wall Bass Trap is the bridge between the low and mid frequency absorptions, acting in the “low-high”

frequency range.

The Vector Wall Bass Trap is equipped with a double membrane surrounding a central acoustic core. This design allows for a larger membrane - lowering the

resonant frequency, whilst increasing the volume of the inner air cavities — packing the most performance into the least volume possible.

Its distinctive design offers a impressive, unique look to your studio, a true trademark of Jan Morel design.

Features

Type:

Pistonic Diaphragmatic Absorber
Absorption Range: 80 Hz to 120 Hz
Peak Absorption Frequency: 90 Hz

Purpose

- Room mode control

- Bass ratio control

- Low frequency RT reduction

- Improving low frequency response
- Reducing low frequency time decay

Recommended for

- Vertical Wall
- Small Room Acoustics
- Acoustic pressure zones

Performance

1/3 Oct. from 32Hz to 160Hz | 1 Oct. from 250Hz to 8 KHz
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Pistonic Diaphragmatic Absorber Pressure Core
High Density velocity Core

Effective in both velocity and pressure modal zones
Maximum performance, minimum thickness.

This product is available in the following Fire Rate:
FG | Furniture Grade

PRODUCT COMPOSITION:

Vector Doble W - Bass Trap - Wall | Natural Wood
- Natural wood

- Acoustic fabric

- Marine-grade plywood structural frame

- Calibrated cell acoustic foam

Vector Doble W - Bass Trap - Wall | Lacquered Wood
- Lacquered wood

- Acoustic fabric

- Marine-grade plywood structural frame

- Calibrated cell acoustic foam

Dimensions:
Vector Doble W - Bass Trap - Wall| 595x1190x58mm
- Equipped with eight M6 Screw Thread receiver

These panels can only be installed on vertical walls. Not for ceiling use.

Fixing Systems:

FixArt Tube is a innovative system for acoustic panels. Easy to install, easy to
align, Simply follow our template and attach the clip fixture to your surface, and
then to the corners of your panel, clip them both into the tube, and you're done!
With easy adjustment once mounted, and an easy clip-in, clip-out.


https://www.artnovion.com/product-categories/10-fixing-systems/products/875-fixart-tube

Dimensions

595 58
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Add-ons
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FixArt Tube FixArt Clip M6 Screw Thread receiver - Add-on

Instalation:

Disclaimer: Can only installed on horizontal surfaces. Not for ceiling use.

595x1190x58mm | 8.64 Kg



Finishes

Front

FG | (L10) Bronze FG | (LO6) Noir Vintage FG | (L20) Grey Aluminium FG | (L21) Gloss White FG | (L22) Jet Black
Retail code: Retail code: Retail code: Retail code: Retail code:
42524780046052 42524780045042 42524780045112 42524780045122 42524780045132
FG | (W08) Wenge Natura FG | (W09) Black Walnut FG | (W11) Okoumé Natura FG | (W12) Ash Natura FG | (W13) Oak Natura
Retail code: Natura Retail code: Retail code: Retail code:
42424780044082 Retail code: 42424780044112 42424780044122 42424780044132
42424780044092
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FG | Custom RAL FG | (L24) Ruby Red FG | (W17) Black Ash
Retail code: Retail code: Retail code:
42524780040002 42524780045242 42424780044172

Fabric
FG | (T0272) Snow White FG | (T0273) Light Ivory FG | (T0274) Vanilla Beige FG | (T0275) Earth Brown FG | (T0276) Grey Beige
Retail code: Retail code: Retail code: Retail code: Retail code:
10124780042721 10124780042731 10124780042741 10124780042751 10124780042761
FG | (T0277) Mink Grey FG | (T0278) Ash Grey FG | (T0279) Anthracite Grey  FG | (T0280) Bottle Green FG | (T0281) Wine Red
Retail code: Retail code: Retail code: Retail code: Retail code:
10124780042771 10124780042781 10124780042791 10124780042801 10124780042811
FG | (T0282) Violet Blue FG | (T0283) Ink Black
Retail code: Retail code:

10124780042821 10124780042831
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